FLEX

#24 2021-1-1

BUILT FOR BOWLING

Oil Pattern Distance 39 Reverse Brush Drop 36 QOil Per Board 50 ul
Forward Oil Total 18.55 mL Reverse Oil Total 8.05 mL Volume Oil Total 26.6 mL
Tank Configuration N/A Tank A Conditioner CURRENT Tank B Conditioner ICE
START STOF LOADS SFEED TAMEKE (CROSSED START END FEET TOIL
1 2L 2R 1 10 A 37 0.0 0.0 0.0 1850
2 5L SR 3 14 A a3 0.0 5.9 5.9 4650
3 TL TR 3 14 A 81 5.9 11.8 5.9 4050
4 9L 9R 3 14 A 69 11.8 17.7 5.9 3450 e = = = = = ey
5 10L 10R 2 18 A 42 17.7 22.8 5.1 2100 . . . . . . .
6 12L 12R 2 18 A 34 22.8 279 5.1 1700
7 13L 13R 1 22 A 15 279 31.0 3.1 T50
8 2L 2R 0 22 A 0 310 39.0 8.0 0 =
]
START STOP LOADS SPEED TAMK CROSSED START END FEET T.OIL
1 2L 2R 0 30 A 0 390 300 -9.0 ] =
2 15L 15R 2 18 A 22 300 249 -51 1100
3 13L 13R 2 18 A 30 249 198 -5.1 1500
4 11L 11R 2 18 A 38 198 147 -5.1 1900 i
5 10L 10R 1 14 A 21 147 128 -19 1050 -
6 8L B8R 2 14 A 50 12.8 89 -39 2500
7 2L 2R 0 14 A 0 8.9 0.0 -89 ]
Cleaner Ratio Main Mix NA Forward
Cleaner Ratio Back End Mix NA Reverse
Cleaner Ratio Back End Distance NA Combined
Buffer RPM: 4 =720 | 3=500 ] 2=200] 1=50
ltem IL-TL18L-18R BL-12L:18L-18R 13L-17L:18L-18R 18L-18R:17R-13R 18L-18R:12R-ER 18L-18R:7R-IR
Description Qutside Track:Middle [Middle TrackMiddle |Inside Track:Middle  |Middle: Inside Track  |MiddleMiddle Track |Middle:Dutside Track
Track Zone Ratio 1.06 167 1.03 103 167 70
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